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Appendix. Test scalar values and applicable L-codes for each component as measured by test administrators 1 and 2. 

Component 
Type 

(sample) 
Test 

Administrator 

Vertical 
linear 

disp. of 
keel test 

(mm) 

Vertical 
energy 

return of 
keel test 

(%J) 

Vertical 
linear 

disp. of 
heel test 

(mm) 

Vertical 
energy 

return of 
heel test 

(%J) 

Coronal-plane 
angular disp. 
of multiaxial 

test (°) 

Transverse-
plane angular 
disp. of axial 

torque 
absorption test  

(°) 

Vertical 
linear disp. 
of vertical 

loading 
test (mm) 

Vertical 
linear disp. 
of dynamic 
pylon test  

(mm) 

Horizontal 
disp. of heel 
horizontal 
disp. test 

(mm) 

Horizontal 
disp. of keel 
horizontal 
disp. test  

(mm) 

Applicable  
L-Codes 

Dynamic Foot 
(1) 1 29.0 88 15.8 81 6.2 1.0 6.9 0.0 5.5 12.6 L5976 

 2 28.5 88 15.1 81 7.5 1.0 5.7 0.0 5.8 12.8 L5976 

Dynamic Foot 
(2) 1 21.6 83 7.5 83 2.6 3.5 2.9 10.2 9.7 23.3 L5971, L5985 

 2 22.0 84 7.6 83 3.2 3.5 2.7 10.1 9.4 24.3 L5971, L5985 

Multiaxial 
Foot 
(1) 

1 18.5 77 11.5 79 20.7 10.0 3.5 2.4 13.3 14.8 L5971, L5974, 
L5986 

 2 19.5 76 11.0 80 20.2 9.8 3.3 3.3 13.4 15.0 L5971, L5974, 
L5986 

Multiaxial 
Foot  
(2) 

1 32.5 88 11.5 79 15.0 9.0 2.6 8.9 7.3 22.5 L5976, L5979, 
L5986 

 2 32.9 88 11.1 78 13.0 7.8 2.8 9.9 7.2 22.3 L5976, L5979, 
L5986 

Pylon 
(1) 1 N/A N/A N/A N/A N/A 24.0 6.8 0.4 N/A N/A L5984, L5988 

 2 N/A N/A N/A N/A N/A 23.0 6.8 0.1 N/A N/A L5984, L5988 

Pylon 
(2) 1 N/A N/A N/A N/A N/A 47.0 8.3 1.1 N/A N/A L5984, L5988 

 2 N/A N/A N/A N/A N/A 44.0 8.3 1.1 N/A N/A L5984, L5988 

SACH Foot 
(1) 1 22.3 81 16.0 77 9.2 2.0 9.1 0.0 8.3 7.9 L5971 

 2 21.6 80 14.9 75 9.6 1.5 7.2 0.0 8.7 7.8 L5971 

SACH Foot 
(2) 1 14.3 73 17.5 81 1.6 1.5 4.4 0.0 4.4 5.8 L5971 

 2 13.6 74 16.7 79 2.3 1.0 5.1 0.0 4.4 5.7 L5971 

Single-axis 
Foot 
(1) 

1 37.8 67 14.4 78 8.4 2.0 6.8 1.0 10.8 23.1 L5972, L5974, 
L5975, L5986 

 2 40.6 67 14.7 79 7.9 1.0 6.3 1.4 10.8 21.7 L5972, L5974, 
L5975 

Single-axis 
Foot 
(2) 

1 24.9 68 14.0 65 4.0 1.5 4.3 2.8 12.3 14.3 L5971, L5974 

 2 23.3 68 13.8 68 3.8 1.5 4.3 3.9 12.6 14.5 L5971, L5974 

SACH = Solid Ankle Cushion Heel. 


